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EPICURE DIGITAL MENU SYSTEM

HARDWARE PLATFORMS

EPICURE DIGITAL
CLASSIC PLATFORM™

VGA or cat 5e cables

Shown here:

a typical
multi-screen
Epicure Digital
Menu Board
System™

Epicure Digital
Classic Server™
multi-screen

‘ ‘ with VGA to cat 5 extenders

To the Internet
via DSL, cable, satellite, T1 or VPN

) Apple Mac® Pro *up to seven channels

EPICURE DIGITAL CLASSIC SERVER™

An Epicure Digital Classic Server™ is an Apple® computer configured with the Epicure Digital Software™
that maintains, schedules and plays multimedia menus and promotional content 24 hours a day, everyday on LCD

panels connected to it by VGA or Cat 5e cables.

Epicure Digital Classic Server™
single-screen or two-screen

Epicure Digital Classic Server™
four-screen 1u rack
*each channel has its own distinct content

EPICURE DIGITAL
CENTRIC PLATFORM™

Player Player
To LAN/WAN To LAN/WAN
Internet Internet

Shown here:

a typical
Cisco® DMS
compatible
Epicure Digital
Multi Station ‘
System™

Primary
Epicure Digital
Centric Server™

To LAN/WAN/Internet

Apple Mac® mini *up to two channels

Apple XServe® *up to four channels

Player Player Player
To LAN/WAN To LAN/WAN To LAN/WAN
Internet Internet Internet

Redundant optional
Epicure Digital
Centric Server™

To LAN/WAN/Internet

EPICURE DIGITAL CENTRIC SERVER™

An Epicure Digital Centric Server™ is an Apple Mac® mini computer configured with Epicure Digital Software™
that maintains and schedules multimedia menus and promotional content 24 hours a day, everyday.

If desired, the System may be implemented with a redundant Epicure Digital Centric Server™.

’
‘ Value Added
Reseller

™

This Epicure Digital Menu System™ on the classic platform features optimal playback of animations, special effects,
transitions and movies, using single and multi-screen servers with integrated software players.

SYSTEM DESCRIPTION

Each Epicure Digital Classic Server™ runs
independently of any other server. It maintains,
schedules and displays its content on one more
LCDs directly connected to it with VGA or cat
Se cables. Multiple servers may be networked to
allow for larger systems and central control.
Menu and greeter boards that display the same
content can split one video signal.

Easily maintain the menus, content and
scheduling for each server in any number of
locations from any computer with a web
browser and access to the Epicure Digital
Classic Server™ network.

BENEFITS

* Unlimited motion-graphic capabilities
« Best for processor-intensive graphics

System Requirements: Each classic server
connects to its LCD panel(s) via VGA or cat 5e
cable. The VGA cable must not exceed fifty feet
and must be terminated on each end with a
VGA-15 pin D-sub male connector. Beyond fifty
feet, or when difficult to run bulky VGA cable,
cat 5e cable with a VGA-to-cat 5e extender is
installed. Each VGA-to-cat 5e extender requires
standard 110v power.

This Epicure Digital Menu System™ on the centric platform has limitless scalability.
Just add as many players and LCDs as you like to the centric server.

SYSTEM DESCRIPTION

One Epicure Digital Centric Server™ is installed
on your LAN, WAN, cloud, or hosted at
Epicure Digital Systems™.

PLAYERS

The Epicure Digital Centric Server™ allows any
number of hardware players to connect to it.
Each player displays its own multimedia menus
and content on its LCD. Choose from a Cisco®
Digital Media Player (DMP4400G), Apple Mac®
mini or use your own PC as a player.

BENEFITS

« Easily scalable. Just add players and LCDs

« Easily maintain the menus, content and
scheduling for any number of menu and
greeter boards in any number of locations
from any computer with a web browser and
access to the Epicure Digital Centric Server™.

* Redundant Epicure Digital Centric Server™
compatible

CISCO® DMS COMPATIBLE

The system is Cisco® DMS compatible when
using only Cisco Digital Media Players.

System Requirements:
Internet access is required for remote Epicure
Digital Centric Server™ support.
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